
 

 

 

 

AM2508 TOW BALL 
TESTER 

 

“Ensure the weight at the Tow Ball  

is correct for SAFE DRIVING” 
 

Designed for easy weighing of Caravan and Trailers at the 
actual Tow Ball not at the Jockey Wheel. 

 
 

 
 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Weigh System designed and Manufactured in Australia by 

Associated Scale Service PTY LTD 
 

 

VEHICLE 

WEIGHING 
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STAND 
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Material Frame: Painted Mild Steel 

Capacity Normally 600kg x 0.5kg  

Load Cells Tool Steel  563YH  1000kg  Shear Beam 

Weight Indicator DINI ARGEO DFWL-1 
Optional:DFWLB-3 for internal 

rechargeable battery 

Ball Height Adjustable from 350mm to 500mm 

Power 4 x AA Batteries 

The system is fully tested and calibrated prior to delivery 

 
 

 
 
 

 
 

 

 
 

Industrial Indicator  

European Dini Argeo Indicator 

4AA x BATTERIES Battery  

(OPTIONAL: Internal 

Rechargeable Batteries) 

System comes 

standard with 

50mm ball 

attachment 

Adjustable System for 

Correct Tow Ball Height 

Measuring 

Easily Moving Pneumatic Wheels 

Removable Handle for 

easier transportation 

This system is DESIGNED 

and manufactured in 

Australia by Associated 

Scale Service Pty Ltd.  

AM2508LC Tow Ball Tester 

Industrial 1t Load Cell for both 

accuracy and overloading 

protection 

Optional – DO35 

Trailer Coupling 

attachment 


